LIGHT POLE

STONE STRONG DUAL FACE UNIT

FILL VOIDS W/ 3,000 PSI

CONCRETE FULL HEIGHT OF WALL

9” MIN.
SLOPE AND
SURFACE VARY

FORM ACCROSS OPENINGS

48" 48"

>

BLOCK OUT OR CORE 12"
HOLE IN DUAL FACE UNIT

(VERIFY DIMENSION)

FILL VOIDS W/
3,000 PSI
CONCRETE FULL
HEIGHT OF WALL

|

N ]

DISCLAIMER:
These typical details are preliminary and conceptual in nature.

GRANULAR BASE
(SEE DETAIL)

NOT TO SCALE

They are provided for general information

purposes only. Anyone making use of these details and related information does so at their own risk and

assumes all liability for such use.

Thiele Geotech, Inc. and Stone Strong LLC are the authors of these drawings and retain all
common law, statutory, and other reserved rights including the copyr
copy, reproduce, or modify the details to prepare construction drawings for Stone Strong retaining walls.
Thiele Geotech, Inc. and Stone Strong LLC make no warranties, either expressed or implied, of
merchantability or fithess for any particular purpose, and accept no responsibility for the accuracy,

suitability, or completeness of information contained herein.

Site specific design should be performed by a licensed Professional
Engineer who is familiar with the actual site conditions, materials, and local practices.

N
4—#5 BARS/

DUAL FACE LIGHT POLE

#4 TIES @ 24" OC

\~BOLTS PER ELECTRICAL
(EXTENDED THROUGH
DUAL FACE UNIT
INTO CELL BELOW)

Thiele Geotech Inc
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